BOILERS CALDAIE  CALDERAS
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Caldaia verticale in acciaio con

serpentina in tubo di acciaio senza
saldatura Mannesmann 35-2.

Fondo caldaia in fibra ceramica.

Testina di combustione completa di elettrodi,
ugello gasolio, connettori per alta tensione, tubo
gasolio in rame

Cono pre-combustione in accicio

Motore elettrico P44

Pompa gasolio con elettro valvola
incorporata.

Soporte caldera

Boiler support base
Base caldaia |
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Caldera vertical en acero con serpentin en tubo
de acero sin soldaduras Mannesmann 35-2.
Fondo caldera en fibra cerdmica

Cabeza de combustion completa de electrodos
de encendido, boquilla gasoleo,conectores de
alta tensién, tubo gasoleo en cobre

Cono pre-combustion en acero

Motor eléctrico IP44-

Bomba gasoleo con electrovélvula incorporada.
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Turbo serpentina
46 mt.
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Vertical boiler in steel Coil in SSF steel
Mannesmann 35-2.

Boiler pad on compressed ceramic fiber.
Pre-combusstion steel cone-

Combustion head complete of fuel nozzle,
ignition electrodes and connectors,
copper fuel pipe.

Fan motor P44

Fuel pump with electo Valve included.
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accessories
Qccessorios Control panel + switch + thermostat-working hour counter - fuel level
. Cuadro + interruptor - termostato - conta horas - indicador gasoil
Qaccessori Quadro interruttore termostato - contaore - livello gasolio

FLAME CONTROL DeVICE
CONTROL D€ LLAMA
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